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Sensitive Soil Features for Nutrient Management Practices

CHIPPEWA COUNTY

MUSYM Component Name Flooding Soil Bedrock Water % Slope
---------------- Frequency Texture Depth Depth Min Max
Inches Feet
31D STORDEN NONE L 60 6 12 18
35 BLUE EARTH RARE MK-SIL 60 -1 0 1
45B MADDOCK NONE LFS 60 6 1 6
45C MADDOCK NONE LFS 60 6 6 12
85 CALCO OCCAS SICL 60 0 0 2
89 MCDONALDSVILLE NONE SIC 60 0 0 2
113 WEBSTER NONE SICL 60 0 0 2
127C SVERDRUP NONE FSL 60 6 6 12
234 TONKA NONE SICL 60 -1 0 1
246 MARYSLAND RARE L 60 0.5 0 2
341C ARVILLA NONE SL 60 6 6 12
344 QUAM NONE SICL 60 -1 0 1
434 PERELLA NONE SICL 60 0.5 0 1
444 CANISTEO NONE SICL 60 0.5 0 2
595E SWANLAKE NONE L 60 6 18 25
595F SWANLAKE NONE L 60 6 25 40
610 CALCO FREQ SICL 60 0 0 2
847 COLVIN NONE SICL 60 0 0 1
847 SPICER NONE SICL 60 -1 0 2
881 QUAM NONE SICL 60 -1 0 1
891C2 DOLAND NONE SIL 60 6 6 12
891C2 SWANLAKE NONE L 60 6 6 12
957C2 ROTHSAY NONE L 60 6 6 12
957C2 ZELL NONE SIL 60 6 6 11
992E COPASTON NONE SIL 12 6 12 18
1802 QUAM NONE SICL 60 -1 0 1
1802 SPICER NONE SICL 60 -1 0 2
1849D STORDEN NONE ST-L 60 6 6 25
1866 COLVIN NONE SICL 60 0 0 1
1866 PERELLA NONE SICL 60 0.5 0 1
1868 CANISTEO NONE ST-L 60 1 0 2

Flooding frequency is frequent

Soil Texture is loamy fine sand or coarser

Rock depth is 40" or less

Slope steepness is greater than 6%

Water table is 2 feet or less
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